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GAVIA S & M - Cleaning and maintenance 
instructions  

 

Cleaning 
GAVIA luminaires are recommended to be cleaned wiping with lint-free cloth and lukewarm 

water. Particular attention should be paid to the careful but thorough cleansing of glass. 

Possible loose debris should be removed from the luminaire. 

Maintenance 
The following components of the GAVIA luminaire can be replaced: 

• Glass 

• LED Module 

• Power source  

Tools required for any maintenance work:  

• small flat-head screwdriver 

• screwdrivers with Torx T20 and T10 tips  
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Changing the glass 

1. Unscrew the glass fixing screws from the corners of the glass. 

a.  
2. Remove the old glass and clean the broken glass shards from the luminaire. 

3. Check that the sealing gasket is securely in place. 

4. Place the new glass on the gasket and center it. 

a. Please note that the black dot on the glass points towards the inside of the luminaire. 

i.  
5. Screw the glass brackets into place.  

a. Start screwing the brackets so that the first corner bracket is not screwed all the way to the 

bottom.  

b. Then screw the cross corner bracket to the bottom (T20/2Nm), after which the first corner 

bracket is screwed to the bottom (T20/2Nm). 

c. Finally, the two free corner brackets are screwed to the bottom (T20/2Nm). 
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Changing the LED module 

1. Remove the glass from the luminaire by opening the brackets according to the glass replacement 

instructions. 

2. Fully unscrew the LED module/lens screws (T10). 

a.  
3. Place the lens modules on top of the new LED module one by one and correspondingly as they 

were on the original LED module. 

a.  
4. Disconnect the LED module supply wires from the panel connector. 

a.  
5. Lift the new LED module with lenses into the luminaire body.  

6. Screw the module to the housing with M3 screws (T10/0.5Nm). 

7. Connect the LED module supply wires to the panel connector according to the original connection. 

8. Attach the glass to the luminaire according to the glass replacement instructions.  
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Changing the power source 

1. Open the connection cover of the luminaire (T20) 

a.  
2. Disconnect the wires from the faulty power supply by pressing the connector release buttons. 

a.  
3. Unscrew the power supply from the plate (T20). Depending on the power supply, 2 to 4 screws. 

a.  
4. Place and screw the new power supply into the plate (T20/2Nm) 

5. Reconnect the wires to the power source according to the original connection. 

6. Close the luminaire's connection cover according to the luminaire's installation instructions. 


