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Material information: 

• Spikes:    Stainless steel 

• Mounting frame: Corrosion protected steel 

• Screws:  Stainless steel + Delta coating 
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BA2011 B1 2.0 Bird spikes Area  
components: 

• Bird spikes 

• 2x M8 self-tapping screws 

 

• Fasten the bird spikes into the light unit with two M8 screws (Torx40 10Nm) as shown in picture below: 
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BA2044 B1GN 2.0 Bird spikes Area 
components:  

• Bird spikes 

• 4X M8 self-tapping screws 

 

• Fasten the bird spikes into the light unit with four M8 screws (Torx40 10Nm) as shown in picture below: 
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BA2012 B1 2.0 Bird spikes Stadium 
components: 

• Bird spikes 

• 2x M8 self-tapping screws 

 

• Fasten the bird spikes into the light unit with two M8 screws (Torx40 10Nm) as shown in picture below: 
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BA2043 B1GN 2.0 Bird spikes Stadium 
components:  

• Bird spikes 

• 4X M8 self-tapping screws 

 
 

• Fasten the bird spikes into the light unit with four M8 screws (Torx40 10Nm) as shown in picture below: 
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BA2014 B2 2.0 Bird spikes under 50° (Without driver) 
 

components: FRONT and BACK Bird spikes 

 

 

• Insert the FRONT bird spikes into the holes in the BUBO rack. Adjust the spikes toward the sky and tighten 
the M5 screws (Torx25 3Nm). 

 

• Bend the BACK bird spikes into the holes in BUBO rack and tighten the M5 screws(Torx25 3Nm). 
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BA2015 B2/B3 2.0 Bird spikes over 50° (Without driver) 
components: Bird spikes 

 

• Insert the bird spikes into the holes in the BUBO rack. Adjust the spikes toward the sky and tighten the M5 
screws (Torx25 3Nm). 

 

 



 

 

 9 EN 2026-07-23 

 

BA2046 B2GN 2.0 Bird spikes under 50° (With driver) 
components: 

• Bird spikes 

 

• Bend the bird spikes into the holes in BUBO rack and tighten the M5 screws (Torx25 3Nm). 
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BA2045 B2GN/B3GN 2.0 Bird spikes over 50° (With driver) 
components: 

• Bird spikes 

 

• Insert the FRONT bird spikes into the holes in the BUBO B2 or B3 rack. Adjust the spikes toward the sky and 
tighten the M5 screws (Torx25 3Nm). 

• Bend the BACK bird spikes into the holes in the BUBO rack and tighten the M5 screws (Torx25 3Nm). 
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BA2018 B3 2.0 Bird spikes under 50° (Without driver) 
components: FRONT and BACK Bird spikes 

 

 

• Insert the FRONT bird spikes to holes in the BUBO rack. Adjust the spikes toward the sky and tighten the M5 
screws (Torx25 3Nm). 

 

• Bend the BACK bird spikes into the holes in the BUBO rack and tighten the M5 screws (Torx25 3Nm). 
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BA2047 B3 2.0 Bird spikes under 50° (With driver) 
components: 

• Bird spikes 

 

 

• Bend the bird spikes into the holes in the BUBO rack and tighten the M5 screws (Torx25 3Nm). 
 
 

 


